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1. Introduction

1. Introduction
Dear customer,

Thank you for choosing the "FEMS App Peak Shaving". You are welcome to send us your suggestions so that we can
further improve the quality of our products.

2. Installing the app

When you ordered the "FEMS App Peak Shaving", you received a 16-digit license key. You can use this license key to
redeem the app independently in the EMS App Center.

You can find instructions on how to proceed at this link: here [4.

If it is an Heckert Solar system with Hybrid Inverter, please follow the corresponding instructions below.

3. FEMS App Peak Shaving — Introduction

While private customers only pay the pure "energy price" for their electricity consumption, i.e. a price per
kWh, industrial customers also pay a capacity fee. This is based on the maximum measured output during a
month or a year and can amount to a significant proportion of the electricity costs. The FEMS App Peak Shav-
ing can help here.

To ensure compliance with the peak load caused at the grid connection point, we recom-
mend installing an independent, individually-configured load management system in addi-

o tion to the energy storage system, which, for example, intervenes and reduces loads in
the event of unplanned, higher loads for which the electrical energy storage system was
not designed.

Once the FEMS App Peak Shaving has been activated on your EMS App, you will see this flat widget in your
monitoring:

Ny Lastspitzenkappung

Gemessener Wert 0 kW
Entladung Uber 9.5 kW
Beladung unter 5 KW

Image 1. Flat widget — Peak Shaving

Measured value

The power currently measured at the grid connection point in [kW].
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3. FEMS App Peak Shaving — Introduction

Discharge above

The configured "Peak Shaving power" in [kW].

Charging below
The configured "Recharging Power" in [kW].

The FEMS App Peak Shaving controls an electrical energy storage system in such a way that the battery is dis-
charged when grid withdrawal is high in order to keep the power at the grid connection point below a defined
value ("peak shaving power"). In the example above, this value is 9.5 kW.

As soon as the grid withdrawal decreases again and falls below a second threshold value ("recharging
power"), the battery recharges itself to be ready for the next peak load. In the example above, this value is 5
kW.

Click on the widget to open the detailed view of the FEMS App:

Lastspitzenkappung

Gemessener Wert ow
Entladung Gber 0o W
Beladung unter 0o W

Image 2. Advanced widget — Peak Shaving
Here you have the option of adjusting the "Peak shaving power" and "Recharging power".

Measured value

The power currently measured at the grid connection point in [W].

Discharge above

The configured "Peak Shaving power" in [W].

Charging below

The configured "Recharging power" in [W].
A The value of the "peak shaving power" must not be less than the "recharging power"!

The function of the FEMS App Peak Shaving can be traced in the Energy Monitor in the historical view:

FEMS App Peak Shaving 3/11
Version:2026.04.1



Symphon-=

3. FEMS App Peak Shaving — Introduction
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Image 3. FEMS App Peak Shaving History

The detailed History widget for the FEMS App Peak Shaving shows:

40

K

-40 |
01:00 02:00 03:00 04:00 05:00 06:00 07:00 08:00 09:00 10:00 11:00 12:00 13:00 14:00 15:00 16:00 17:00 18:00 19:00 20:00 21:00 22:00 23:00 00:00

[ GemessenerWert 7 777"" * Beladung unter ¢~ 77777 Entladung iber _ T | Beladung _ T | Entladung

Image 4. FEMS App Peak Shaving History overview
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3. FEMS App Peak Shaving — Introduction

Measured value (black)

The power measured at the grid connection point.

Discharge above (red dotted line)

The configured "Peak Shaving power".

Charging under (green dotted)

The configured "Recharging power".

Charging (green dashed line)

The actual charging capacity of the electrical energy storage system.

Discharge (red dashed line)

The actual discharge capacity of the electrical energy storage system.
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4. Peak Shaving with hybrid inverters

4. Peak Shaving with hybrid inverters

4.1. Installation

1. To begin with, the FEMS App Self-Consumption Optimization must be uninstalled.

° In the EMS App Center, navigate to FEMS App Self-Consumption Optimization, tap/click on the tile,

and then tap EDIT APP.

Self-consumption
optimization

~

REGISTER LICENCE KEY

INSTALL APP

Image 5. Uninstalling Self-Consumption Optimization

e Select UNINSTALL APP.

Self-consumption optimisation

Alias
Self-consumption optimisation

Ess-ID* ess0: essO *

1D of the Storage system

Grid-Meter-1D* meter2: PV ¥

1D of the Grid-Meter

UNINSTALL APP

Image 6. Uninstalling Self-Consumption Optimization 2
2. Proceed in the same way with the FEMS App Grid-Optimized Charging: Uninstall.

3. Then enter the installation key for the FEMS App Peak Shaving and select INSTALL APP.

FEMS App Peak Shaving

6/11
Version:2026.04.1



Symphon-=

4.1. Installation

FENECON ~ Stromspeicherldsungen ~ im Einsatz ~ Q FEMS Login
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FEMS App

Peak shaving
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Image 7. Install FEMS App Peak Shaving for Hybrid Inverter

4. Settings must be made before installation.

o The maximum value must be higher than the minimum value.

-
O Set the maximum value at least 500 W higher than the minimum value.
w

Peak shaving

Alias*
Peak shaving
ESS* ess0: Overall storage system
1D of the ESS
Grid-Meter* meter0: Grid meter
1D of the Grid-Meter
Peak-Shaving power*
5500 < Watt
Upper threshold - Grid withdrawal above this threshold is considered a load peak and shaved
ESS recharge powar*
2500 < Watt
Lower threshold - Grid withdrawal below this threshold leads to recharging of the ESS
Image 8. FEMS App Peak Shaving for Hybrid Inverter — Settings
5. Then tap/click on INSTALL APP again.
6. This completes the installation of the FEMS App Peak Shaving for Hybrid Inverter.
FEMS App Peak Shaving 7/11
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4.2. Configuration

4.2. Configuration

The values can also be subsequently adjusted using the flat widget now available in the FENECON Online
Monitoring.

FENECON Online-Monitoring LIUE HISTORY
[1  Energy monitor ﬁ_ Autarchy @ Self-consumption
0% 0%
\ 0 kw
. y
E‘ [ Storage System E Grid
L Sell 0kw
45 kW 45 kW Charge 0kwW Buy 45 kW
Discharge -
@E-’ Production Consumption
0 kw
100 % PV 0kw 45kwW
(1]
| . Peak shaving
Measured Value 45 kw
Discharge above 50 kw
> Weather forecast for Deggendorf Charge below 25 kW

Today

Li-1°H:2° hours of sunshine ¢ 0 h

2Pm 6PM 10PM 20 6AM 10AM

o @ & 8 &
2 10 o 0 1 0

Tap/click on the flat widget to change the values:

Peakshaving x

Measured Value 45,000W
Discharge above w 50000 =
Charge below w 25000 2

Image 9. Customize the values via flat widget

é The {c-50} inverter is a hybrid inverter. It should be noted here that PV and battery dis-
charge can only provide a maximum of 50 kW at the AC output for Peak Shaving.

In this example, the AC output power of the Hybrid Inverter, which is limited to 50 kW, is divided as follows:

8/11 FEMS App Peak Shaving
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5. Peak Shaving combined with EV charging parks

FENECON Online-Monitoring LIuUE HISTORY

[]  Energy monitor ﬁ Autarchy

I 2%

E' [ Storage System

70 kKW 120 kW Charge

Discharge 5kw
b8

| @" Production

5 kW
80 % PV 45 kw
(o]
. My Peak shaving
Measured Value 70 kw
Discharge above 50 kw
& Weather forecast for Deggendorf Charge below 25 kW
Today
~,
0 (o] <
Fog

LA H 2 hours of sunshine #: 0 h

26M 6PM 10PM 24M 6§ AM 10AM
o © o & H &
- - ; -

2° 0°

Image 10. Example — Peak Shaving with hybrid inverter

¢ 5 kW are discharged from the battery.

e 45 kW come from PV Production.

cal

Self-consumption

7

Sell
Buy

Grid

0kw
70 kw

Consumption

120 kW

This means that the system is already at its maximum AC output power. More battery discharge is not possi-
ble. With a consumption of 120 kW, this results in a grid withdrawal of 70 kW, which is higher than "Discharge

above" in the Peak Shaving.

5. Peak Shaving combined with EV charging parks

5.1. Why Peak Shaving at the EV charging park makes sense

An electrical energy storage system to reduce peak loads can be particularly useful at an EV charging park. The elec-

trical energy storage system can reduce the load peaks to the grid in order to achieve a lower grid charge or expand

a limited grid connection capacity.

To this end, it makes a great deal of sense to work with an energy management system that controls the charging

stations individually and bills for charging sessions. You can find EV charging park energy management systems

compatible with Heckert Solar storage systems at Manual for FEMS App Charging Park.

5.2. Settings in the FEMS App Peak Shaving

1. The settings in the FEMS App Peak Shaving must be made on a project-specific basis. Please contact us for indi-

vidual advice.

2. Set the capping limit/shaving value of the charging park management system as required by the manufacturer.

Depending on the project, set to economic or physical grid connection limit. Set the discharge limit (discharge

above) of the system to the same value, or slightly below, for safeguarding the limit.

FEMS App Peak Shaving
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6. Contact us

3. The charging limit of the storage system (charging below) must be significantly below the upper two limits.
At least by the largest charging power that is switched on at the same time. In concrete terms, this means
that for a charging park consisting of 11 kW AC charging stations, the difference between the charging and dis-
charging threshold must be 11 kW. For an EV charging park consisting only of 150 kW Hyperchargers, at 150
kW.

Background: Battery charging is interpreted by the EV charging park EMS as uncontrollable building consump-
tion. If the battery charging fully utilizes the grid connection, the EV charging park EMS sees no possibility of
switching on charging power.

6. Contact us

For support, please contact:
Symphon-E Service
Service phone: +49 (0) 371 45 85 68 - 100

E-mail service: symphon-e@heckert-solar.com

10/11 FEMS App Peak Shaving
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7. Directories

7. Directories

7.1. List of illustrations

Image 1. Flat widget — Peak Shaving

Image 2. Advanced widget — Peak Shaving

Image 3. FEMS App Peak Shaving History

Image 4. FEMS App Peak Shaving History overview

Image 5. Uninstalling Self-Consumption Optimization

Image 6. Uninstalling Self-Consumption Optimization 2

Image 7. Install FEMS App Peak Shaving for Hybrid Inverter
Image 8. FEMS App Peak Shaving for Hybrid Inverter — Settings
Image 9. Customize the values via flat widget

Image 10. Example — Peak Shaving with hybrid inverter
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